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GENE LOCKHART MUFFLER & PIPES
1261 California Drive • Burlingame, CA 94010

TEL: (650) 579-4761
Phone W/<r) &oi-eV7^
Year & Makike Model
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PART NO. ITEM

Head Pipe
Exhaust Pipe
Gaskets j^ /J M,J?JO
Catalytic Converters
Muffler
Chrome Tips
Resonator
Tail Pipe
MagnaFlow
Hangers
Clamps
Flowmaster
Welding
Tire pressure (psi):
F r o n t : R e a r :

NOT RESPONSIBLE FOR LOSS OR DAMAGE TO CARS OR ARTICLES LEFT IN CARS FN CASE OF
FIRE, THEFT OR ANY OTHER CAUSE BEYOND OUR CONTROL, OR CARS LEFT OVER NIGHT.
I hereby authorize the above repair work to be done along with the necessary material, and hereby grant you
and/or your employees permission to operate the car or truck here described on streets, highways or elsewhere
for the purpose of testing and/or inspection. An express mechanic's lien is hereby acknowledged on above car
or truck to secure the amount of repairs thereto. It is also agreed that 1 will pay all collection attorney's fees,
and any other costs in connection with collecting this account.
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Your Catalytic Converter Failed
Due To An Engine Related Problem.

Engine service is required within 15 days
or your warranty may be voided.

Warranty Card, Original Invoice and Proof of Engine
Repair is required for a warranty claim.

WARNING
AN IMPROPERLY TUNED ENGINE WILL CAUSE DAMAGE TO A CATALYTIC CONVERTER. BE SURE
THE ENGINE IS TUNED PROPERLY BEFORE INSTALLING THIS NEW CATALYTIC CONVERTER. IF THIS
CONVERTER IS BEING USED TO REPLACE A FAILED CONVERTER, IT IS POSSIBLE THE SAME
PROBLEM, IF NOT CORRECTED, WILL CAUSE DAMAGE TO THIS CONVERTER. IT IS ESSENTIAL THAT
ENGINE EMISSION CONTROL EQUIPMENT BE OPERATING WITHIN ORIGINAL EQUIPMENT
SPECIFICATIONS PRIOR TO THE INSTALLING OF A NEW CONVERTER. THE MANUFACTURER AS
SUMES NO LIABILITY FOR CONVERTER FAILURES RELATED TO ENGINES NOT MAINTAINED TO
PROPER OPERATING CONDITIONS. N~yS

An improperly tuned or misfiring engine can allowianburned gasoline to enter the converter, causing
extremely high temperatures that can resultjri melted, plugged or broken internal substrates.
This situation voids the warranty.
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COMMENTS:


